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Convertible Bench Table Spec Sheet 
Top & Bench 

• Top & Bench Construction - High pressure laminate top constructed of ¾” particle board with a phenolic 
backer. 

• Edge Materials – T-Edge or PVC edge.  
• Laminate Options – Merino® standard high pressure laminates, AB+ antibacterial laminates and 

custom graphics and logos also available. 
• Outdoor version available with phenolic top and bench. 

Frame & Components 

• Frame - Reinforced heavy-duty rectangular steel tube frame and legs.  Chrome plated heavy-duty 
square steel bottom tubes are standard for scratch resistance. Legs are 14 gauge x 1.25” square tubes. 
Table frame is 1’ x 2” rectangular tube frame construction. 

• Powder coated under structure. 
• Specially engineered latch securely fastens two tables together. 
• Casters – 3” x 1” swivel locking casters. 
• Glides – Heavy duty rubber glide caps with steel washer. 
• Space saving table nesting reduces storage footprint.   
• Handicap accessible. 

Certifications & Performance Standards 

• UL Listing Pending 
• BIFMA compliant 

Warranty – 15 year Structural Frame Warranty. 

Made in the USA 

Dimensions  

Table Height Bench Height Length Top Size Seating 
Capacity 

Product 
Weight 

29” High Table 17” High 
Bench 

96” 15” x 96” 6 Children 
4 Adults 

150 lbs 

27” High Table* 15” High 
Bench 

96” 15” x 96” 6 Children 
4 Adults 

150 lbs 

 
*Please call for availability and lead time.  
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